
CRANKCASE: DIE CAST ALUMINIUM ALLOY
anodized for protection against corrosion

SW-TW

VALVE CAPS
have recessed the O-Ring turner into the 
pump head and reinforced it with an 
anti-extrusion ring to prevent the O-Ring
from extruding under very high pressure (TW)

CRANKCASE COMPLETELY SURROUNDED
by large fins for an efficient oil cooling for 

drastic reduction of operating temperature

OIL VENTED DIPSTICK 

M A D E  I N  I T A L Y

QUALITYCO
ME

T

INCAPSULATED VALVE 
SEAT WITH O-RING AND 
ANTI-EXTRUCTION
for models TW 
with pressure starting 
from 275 bar / 4000 p.s.i

CHECK VALVES
are stainless steel with highly efficient design

PISTONS made 
of solid ceramic

O-RING SEALING SYSTEM 
between crankcase and back cover

All sight GLASSES

CONNECTING RODS
are one piece bronze alloy

BEARINGS
are  oversized, premium quality 

tapered roller bearings  

PISTON GUIDES
are heat treated stainless steel

High strenght forged
BRASS HEAD

Ø24 SOLID SHAFT 
for electric motor or gearbox applicationEXCLUSIVE COUPLING SYSTEM BETWEEN 

PUMP HEAD AND CRANKCASE 
It prevents dust and dirt from penetrating the area 
where pistons work, but allows water to exit
(PATENT PENDING)

System to allow water to exit
System to prevent penetration 
of dust and dirt

EXCLUSIVE PACKING SYSTEM
New self lubricating double packing 
design with special bunatexile seals
and bronze rings for an exceptional 
packing life

EXCLUSIVE CRANKCASE 
OIL SEALING SYSTEM

It minimizes the wearing on pistons 
oil seals (PATENT PENDING)

oil seals working area
wearable area

Specific models fit 2 pieces high 
resistance alluminium alloy rods 


